
Guide to Configuration String Changes for Products
EFFECTIVE AUGUST 20, 2018

ELECTRIC  PRODUCTS

MODELS AFFECTED DESCRIPTION OLD CONFIGURATION NEW CONFIGURATION
RSM, GSM, M3W, M3S, MCS, MLS Metric model designation “M” no longer used and is always 

designated as U.S. Standard Series
RSM RSA

RSM, GSM, M3W, M3S, MCS, MLS For metric models “SM” replaces “SK” to designate metric 
mounting and metric stroke in millimeters

RSM SK10 RSA SM254

B3SD, M3SD, B3WD, M3WD Dual 180 carrier called out after body size as “D” B3SD20 B3S20 D

ERD ST1 is added for Standard Force designation ERD22 BNM05 SK10 RP2 ERD22 BNM05 SK10 RP2 ST1

PNEUMATIC  PRODUCTS

MODELS AFFECTED DESCRIPTION OLD CONFIGURATION NEW CONFIGURATION
BC2M, BC2MM, BC3M, BC3MM, BC4M, BC4ML, BC4MM, 
BC4MML, LSMM

Metric model designation no longer used and is always des-
ignated as U.S. Standard series

BC2M, BC2MM BC2

BC2M, BC2MM, BC3M, BC3MM, BC4M, BC4ML, BC4MM, 
BC4MML

For tapered ports, "TP" is added before stroke  
(Metric models only)

BC2M10 SK10 BC210 TP SM254

BC2M, BC2MM, BC3M, BC3MM, BC4M, BC4ML, BC4MM, 
BC4MML

For parallel ports, "GP" is added before stroke  
(Metric models only)

BC2MM10 SK10 BC210 GP SM254

BC2, BC3, BC4, BC4L, BC3D For NPT porting, "NP" is added before stroke  
(Imperial models only)

BC210 SK10 BC210 NP SK10

BC2M, BC2MM, BC3M, BC3MM, BC4M, BC4ML, BC4MM, 
BC4MML, LSMM

For metric models "SM" replaces "SK" to designate metric 
mounting and metric stroke in millimeters

BC2MM10 SK10 BC210 SM254

BC4L, BC4ML, BC4MML For long carrier, "L" is added after model size BC4ML10 BC410 L

BC3D, BC3MD, BC3MMD Dual 180 carrier called out after body size as “D” BC3D20 BC320 D

POWER TRANSMISSION  PRODUCTS

No changes required for these products. Continue to order by 8-digit part numbers.

Please contact your Tolomatic Sales Support Team if you need assistance crossing over old to new configuration strings at 1-800-328-2174, 763-478-8000 or sales@tolomatic.com.

NOTE: New configuration strings and current pricing will be available on the new Tolomatic Dealer Portal at portal.tol.com. Old configuration strings will remain on the ModelBuilder at www.tolomatic.com and in the electric 
sizing software until the changes can be integrated into each of these platforms. Please use this guide to assist your customers with converting to new configurations for the products below.


